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J— - CLEAN - ACT™ (YLINDERS
CYLINDER WALL
Y ; 3/4, 1-1/8, 1-3/8 & 1-5/8" BORES
BASIC INFORMATION
Double Acting
Cylinder Rating - Up to 250 PSI Maximum (Air service only)
T — Vacuum Port Rating - Up to 25 In. Hg.
A ENER RO How to Order: Specify desired CODE below before bore and
THERMOPLASTIC
\_ OO BUSHNG ) stroke length ~ Example: CLAD 1-3/8 X 1
Code Available Clean-Act cylinders Code Available Clean-Act cylinders
CLA = Clean-Act cylinder - single rod end tACLA = Magnetic piston Clean-Act cylinder - single rod end
CLAD = Clean-Act cylinder - double rod end tACLAD = Magnetic piston Clean-Act cylinder - double rod end
t Magnetically actuated Comironic™ limit sensors are detailed in catalog #Sensors
Bore sizes: 3/4, 1-1/8, 1-3/8, 1-5/8
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NOTES:
1) Mounting hardware available - Consult the factory 2) Factory prelubrication: Silicone paste type
STYLE
BORE CLA ACLA
SIZES | o%p | aciap *4/8-27 NPTF Optional
A A B c D E F G H J K L M N o
3/4 1-5/16 1-9/16 1-1/4 | 7/8 3/16 5/16 1/4 #10-24 | 1/16 932 5/16 *#10-32 #6-32 X 1/4 Dp. 9f32 | 31/64
1-1/8 1-3/8 1-5/8 1-1/2 | 1-1/8 | 3/16 i/2 | 7116 | 5/16-18 | 1/8 932 1/4 1/8-27 #10-24 X 5/16 Dp. 3/8 916
1-3/8 1-5/8 1-7/8 1-3/4 | 1-5116 | 7/32 58 | 9/16 3/8-16 1/8 13/32 5/16 1/8-27 #10-24 X 5/16 Dp. 12 5/8
1-5/8 1-5/8 1-7/8 2 |11/2 | 14 | 58 | 916 | 3816 | 1/8 | 13132 | 516 1/8-27 1/4-20 X 3/8 Dp. 58 | 11/16
RO » 0
STYLE yw | 14 | 3. | 12 | 58 | 34 | 78 1| 14 | 12 | 134 | 2 | 244 | 242 | 234 | 3 | 344 | 312 | 334 | 4
CLA & CLAD CF CF * * * * * L * * L * * * * *
ACLA G * * * - * * * * * * * * * *
ACLAD




