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Technical specifications SD125-250-500..
g FA& SD125-250-500
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Type 5% Mounting Material Remarks
Swivel Davit SD125, 250, 500 GR 3¢ ¥ B 4% Floor, 4x M18 class 8.8 Painted finish RAL 7035 (grey)
Swivel Davit SD125, 250, 500 EV 3% #& o 4% Floor, 4x M18 class 8.8  Zinc-plated finish
Box Column SD500 EV/ON AR On floor Zinc-plated finish  Including cover
BT IRA SD125
Capacity: rE:
1%t cable layer F—RME 125 kg 250 kg 500 kg
Last cable layer (7) BH®EMECT) 125k 250 kg 268 kg
Crankforce 1% cable position F—RMEMEBB/AE 00N 10daN 10 daN
Hoisting length by one rotation of the crank, 15tlayer ehim e 3 — B A HEAE F— B8 20mm 20 mm 20 mm
Cable capacity WMEEE i 24 m 13 m
Diameter cable (EN 12383-4) ks (EN 12383-4) 4mm  4mm 5 mm
Min. breaking load cable MERAIBRERER o 9 kN 15 kN
Own weight Swifel Davit (cable included) RBHREEE (SWE) 25 kg 25 kg
Own weight box column ERAxBE 7k 7 kg 7 kg
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